Typical System Diagrams

er_ Model Q46H-65 Chlorine Dioxide Monitor

STANDARD SYSTEM DIAGRAM

LOW VOLT.
(I/0 WIRING)

Q46 ANALYZER

DIGITAL
COMM  WIRING

SENSOR CABLE MAX.

POWER OPTIONS

RELAY
WIRING

FLOWCELL ASSEMBLY

12-24VDC

,,,,,,

or
90-260 VAC

100 FT.

SENSOR

1/2" 1.D. DRAIN

PRESSURE REGULATOR
RECOMMENDED IF INLET
PRESSURE VARIES > 10 PSI

(OPTIONAL)
SAMPLE TAP
ATI-0922
SYSTEM DIAGRAM w/OPTIONAL pH SENSOR
LOW VOLT. RELAY
(1/0 WIRING) WIRING

Q46 ANALYZER

DIGITAL POWER OPTIONS
COMM WIRING 12-24VDC
or
90—-260 VAC
SENSOR CABLE 100 FT. MAX
WHEN COMBINED WITH J—BOX
ATI-0923

Q22 pH SENSOR
(OPTIONAL)

SENSOR
FLOW VALVE

1/2" 1.D. DRAIN

(OPTIONAL)
SAMPLE TAP

COMB pH SENSOR
(OPTIONAL)

17 NPT FLOW—TEE
/" ADAPTER
(45-0268)

NOTE:

MAX SENSOR LENGTH 25 FT.
WITH THIS FLOWCELL
CONFIGURATION

PRESSURE REGULATOR
RECOMMENDED [F INLET
PRESSURE VARIES > 10 PSI

31/4” 1.D. SAMPLE

INLET LINE
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er_ Model Q46H-65 Chlorine Dioxide Monitor

SYSTEM DIAGRAM w/SEALED FLOWCELLS

Q46 ANALYZER

LOW VOLT. RELAY

(1/0 WIRING) WIRING
DIGITAL

COMM WIRING

POWER IN FLOWCELL ASSEMBLY

* RECOMMENDED IF INLET
PRESSURE VARIES > 10 PSI

| |
OPTIONAL pH | |
SENSOR | SENSOR
_ | SEALED CI2 FLOWCELL
= o [O (00-1522)
SEALED pH FLOWCELL| | | S
(00-1527)| | ‘
[ |
R o
I [1]] L 1/4" 0.D.
o H [ DRAIN LINE
1/4" NPT x 1/4” OD L H gy o0
SPEED 'FITTING i
SUPPLIED WITH
REGULATOR ASSY REG*U&XTE)% ZLS%VYV \;::3)
FOR CUSTOMER CONN. SRy
USE -
- B
1/4" 0.D. SAMPLngf{*‘*T \ S -
INLET LINEQX——4 === (
(CUSTOMER SUPPLIED) N
~_ (OPTIONAL)
* ASSY COMES SUPPLED — — ——— X SAMPLE TAP
WITH 10 FT. 1/4" OD TUBING
(44-0276)
ATI-0924
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Enclosure Dimensions

er_ Model Q46H-65 Chlorine Dioxide Monitor

ANALYZER DIMENSIONS (WALL MOUNT SHOWN)

Material: Polycarbonate

Ratings: Nema 4X (IP-66) m;;g’;ﬂ)
V-0 Fire Retardant
6.00
(152mm)
) 5.56”
6.36 (141mm)
(162mm)
) BRACKET CAN BE
. 380 ROTATED 90° IF DESIRED
%\F‘ <96mm> ‘{, (ﬁﬁ) (ﬁﬁ) \‘
N . ‘ ! -
N
= ® ®
N ] ;
N\ ©
‘ N OPTIONAL) [@
(99mm) NN (PROF\BUS) :
\\\ INTERFACE | 33 OO0
N @)
N © 0
NN
NN \ t‘ ©)
N\ 2.00" 3 ‘ ‘
L\yﬁ’ (51mm) Lo 2
b‘r
3.56”
(91mm)
4.02”
(102mm)
6.70"
(170mm)
ATI-0926
JUNCTION BOX
(S )
@ 7 :
17 NPT
PLUGGED
4.38 2.61 3.45
(111.2) (66.3) (87.6) @
A A, W ?
©@ =1 ® 1T T 1) U
123 .23 (2g PLACES)
I - 1= B £10-32 UNF - é;;) . (31.2) (31.2)
(111.2) (4 PLACES) )
FRONT VIEW BACK VIEW BOTTOM VIEW
ATI-0655
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er_ Model Q46H-65 Chlorine Dioxide Monitor Enclosure Mounting Options

PIPE MOUNTING
6.00
(152mm) 6.70
(170mm)
BRACKET CAN BE 4.02
ROTATED 90" IF REQD. . (102mm) —~
s )
f L L —
2" S.8. U-BOLT
@ | (47-0005)
E 1.5"¢ PIPE
9 o
®) ]
[— i
E
3.56
(91Tmm)
ATI-0927
PANEL MOUNTING DIAGRAM
NOTE:
SEAL‘%SB%%K% PANEL NOT TO
SUPPLIED WITH MOUTING KIT EXCEED 1/4” THICK
MUST BE INSTALLED PANEL MOUNTING BRACKET
PRIOR TO INSTALLATION |, (48-0168)
SANEL CLTOUT INTO PANEL  |fIPANEL SUPPLIED WITH MOUNTING KIT
N\ wli}
<>
N
4.37 MIN
4.40 MAX.
7N (4) #10x1/2" PHMS
( D (92-0107)
N/ 1 SUPPLIED ‘WITH
rlﬁJ MOUNTING KIT
11 T
5.10 MIN. =
5.08 MAX.
4
ATI-0928
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er_ Model Q46H-65 Chlorine Dioxide Monitor Enclosure Mounting Options

FLOW SENSOR DIMENSIONS & OVERFLOW CELL INSTALLATION

(4) 74" DIA. THRU HOLES
CUSTOMER MOUNTING OVERFLOW CELLASSEMBLY

P/N: 00-0043

o O

4.20"
107mm
6.40" 7.00"
163mm 178mm

CONNECTOR %
\[@ @ % —

Cl,FLOW SENSOR P ! i
P/N: 00-0066 Hﬂ; I ‘

1) Sensor Material:
Black PVC & Stainless Steel

2) Connector is not submersible.
CLEARACRYLIC

3) Outer diameter of sensor: /

1.75" Dia.
44.5mm Dia.

275" L %" BARB FITTING (DRAIN)

116" THK. S.S. 70mm

4" BARB FITTING (INLET)

114mm
ATI-0196
Cl2 SEALED FLOWCELL ASSEMBLY pH SEALED FLOWCELL ASSEMBLY
- (00-1522) (00-1527)
4.00 3.61
102mm 92mm

T
O e
P r; a— = B N
! ! H 77777 H MOUNTING SLOT FOR
U “ L} {J 410-32 SCREW
- TYP. 4 PLCS.
I A VACUUM BREAKER
4.03 L ‘ } }
103mm —
I Fe= I
| [ ‘ . \\\I@
| D @ 403 ‘ i |
‘ | : | | 1
4576 \ I Fr I ‘ | =
116mm | I e ‘ | 1w
| | : | | 1/4” NPT
1/4" 0D
| \ {)UTLET ‘ ‘ o
| | | |
4576
L1 116mm \ ‘
7, T‘ | |
Il I
! L__
xOUNT\NG SLOT FOR =4
é 10-32 SCREW Il I
o T o TYP. 4 PLCS. @ [ EE)
€ E ) INLET

Material: Acrylic
Mounting Plate: PVC
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Sensor Dimensional & Wiring

er_ Model Q46H-65 Chlorine Dioxide Monitor

(07-0096) pH SENSOR DIMENSIONS

17 NPT

8.50 |
(2W5.9) W
R
S 1:45 (36.8)
DIA
~—
17 NPT
1.32
CONVERTIBLE SENSOR w/CONNECTOR (33.5)
HEX

(63-0101) pH SENSOR DIMENSIONS

TWIST-LOCK TABS

O-RINGS

25" CABLE pH SENSOR COAX — SHIELD
: 7 _— PH SENSOR COAX — CENTER
;
A 1 _— SOLUTION GROUND — GREEN

SENSOR 0.0. = -985¢
25mmé

CONNECTOR\ ,
1) Sensor Material: Flow "T":
Black PVC & Stainless Steel
1) Max. 50 PSI for Flow "T"
2) Connector is not submersible. 1" NPT operation.
3) Outer diameter of sensor: 4.20" 2) Use Teflon tape to seal In-Line
1.75" Dia. 107mm Sensor.
44.5mm Dia. Cl,FLOW SENSOR )
P/N: 00-0066 Low Volume Flowcell:
1) Material: Clear Acrylic
II\IIIIIIIIIIIIII\IIIIII\H 1
1%" NPT
PVC FLOW ADAPTOR
1%" NPT
LOW VOLUME FLOWCELLASSEMBLY
(00-0633)
SCHED. 80, 172" PVC FLOW "T"
ASSEMBLY (00-0625) 3.405"
.3
\\ & 84.5mm
(2) 4" BARB FITTINGS
(2) 8-32 THREADED INSERTS 7i jj
L 4.813" J 25&
L 122mm il b—eo-amm__|
ATI-0197
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er_ Model Q46H-65 Chlorine Dioxide Monitor Sensor Dimensions and Installation

SUBMERSIBLE SENSOR DIMENSIONS

25' CABLE STANDARD \

Cl, SUBMERSIBLE SENSOR —
PIN: 00-0067
56mm
1" NPT
TEMPERATURE ——
SENSOR \@
145mm
124mm

ATI-004

SUBMERSIBLE SENSOR INSTALLATION

x SENSOR CABLE TO MONITOR

2" HANDRAIL
O /

SWIVEL MOUNTING BRACKET w/
HARDWARE,(00-0628)

O

1"TXTPVC COUPLING \
(SUPPLIED WITH SWIVEL KIT) 1" ALUMINUM CONDUIT, THREADED ONE END OR 1" SCHEDULE

80 PVC PIPE. LENGTH AS REQUIRED (CUSTOMER SUPPLIED)

|
"/ / / 24
K 1070070

ATI-0155

SS-Q46H-65, RA (10/13) Page 7 of 11




er_ Model Q46H-65 Chlorine Dioxide Monitor Sensor Dimensions and Installation

POWER, RELAY, AND OUTPUT CONNECTIONS

ATI-0930,
0932. 0933. 0989

ALL LOW
VOLTAGE
1/0 WIRING

H RELAY
WIRING

COMMUNICATION ‘ %
DIGITAL

PCB LOCATION o
COMM. ‘ m@
WIRING

AC LINE
POWER

12-24 vDC
ONLY
5]

DC POWER

T = ®
o {[ELELH
w [SENEN)

TO ANALYZER LID

SENSOR SENSOR
WIRING
_ N Optional Relay Board Wiring MODBUS Communication
Optional Analog Output Wiring (30V Max.)
MODBUS ®
Q| [BB——RELAY D
Q| [Bfr——RELAY E
Q| [BE—RELAY F
Q| [ER=—CcoM

RELAY WIRING TB4,5,6 DETAIL

FACTORY DEFAULT
(NORMAL MODE) (FAILSAFE MODE)

O
O
<
O
O
<

=
O
=
O

=
(@)
=
O

O

O

<
O
O
<

=
O

— RELAY A— —RELAY B— —RELAY C—
5 3 ¢
SESCESIICECESARS RS NS,

=
O

SESESIESESESIISESRS)

=
O

=
(@]

— RELAY A— —RELAY B— —RELAY C—
= = 8
(@) (@) <

ATI-0931
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er_ Model Q46H-65 Chlorine Dioxide Monitor

Electrical Connections

ELECTRICAL CONNECTIONS

Remove jumpers 3-5 & 6-9
if pH sensor is connected

Q22P SENSOR
(07-0096)
RED — 3 [T
BLACK — 5
SHIELD — *
(2222222002002
[ |l Lrocesaaeszy
ATI-0929

ATl COMBINATION ELECTRODE
(63—0101)

CENTER COND. — 3
SHIELD (BRAID) — 5
GREEN — 7

FLOW STYLE
PROBE

[5)

(6620—656-008) 131
aul ‘ABojouyoa) |pankiouy
LINS3d AVA 39VAVD ¥0
ONIDIAY3S 340438
¥3IMOd LOINNODSIA
ONINIYM NV
= ENSOR [] b
E pH
T = L
Pob eg B .88
E 28 B = Ea5
12 34 56 78 91011
7 g
2a|o 202 E
 IN— — )
I Do O i
N 1

*CONNECT SHIELD
TO T/B LABELED
"CABLE SHIELDS”
LOCATED ON P/S
PCB INSIDE OF
ENCLOSURE

SENSOR
SUBMERSIBLE
STYLE

(NOT AVAILABLE
FOR Q45H—62)
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er_ Model Q46H-65 Chlorine Dioxide Monitor Electrical Connections

SENSOR CONNECTIONS - REMOTE JUNCTION BOX

Remove jumpers 3-5 & 6-9 JUNCTION BOX
Q46 ANALYZER if pH sensor is connected (07-0100)

g 9

(6670-656-008) 1L
ou| *ABejoulpaL 19aAjauy

o o SHIELD CONNECTION COLORS
ONINYYM V' CONNECTED
= ENSOR [T D TO T/B
P = R I LOCATED ON WHITE
€ 28 5 3 2a68 P/S PCB BROWN or ORANGE
12 34 56 78 9101
20| 02\|22|22)|222 IN_BOTTOM SHIELD
T O A I A E % OF ENCLOSURE RED
Y BLACK

GREEN

|
o

2

FOLLOW CONTINUNITY
FROM J—BOX TO MONITOR
FOR COLORS
3§

SENSOR INTERCONNECT
CABLE, 100 FT. MAXIMUM
(31-0038)

FLOW STYLE

PROBE SENSOR

SUBMERSIBLE
STYLE

ATI-0934
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er_ Model Q46H-65 Chlorine Dioxide Monitor

Electrical Connections

SENSOR CONNECTIONS - Cl,/pH WITH JUNCTION BOX

(63-0101) Bayonet Style pH Probe CANNOT be used in a remote application

JUNCTION BOX
Q46 ANALYZER (07-0100)

(5ez0—655-008) oL
o by opEY

TS A 30w 0
SNonass S0
o4 L3amoos

ONINAVM \I7

pH COMPENSATION SENSOR

pH (ACT) — BROWN
pH (REF) — BLUE

CONNECT SHIELD TO
P/S BOARD IN T/B
LABELED CABLE SHIELDS
INSIDE OF ENCLOSURE

J

IToTmoow

<)

REMEMBER TO

REMOVE JUMPERS CUSTOMER TO OBSERVE
FROM 3-5 & 6-9 CONTINUITY WITH WIRE
COLORS FROM J—BOX

TO MONITOR

P
SENSOR INTERCONNECT CABLE
100 FT. MAX
(31-0038)

NOTE: WHEN CONNECTING JUNCTION BOX
TO TRANSMITTER USING THE INTERCONNECT
CABLE SPECIFIED ABOVE, CONNECT THE
BLUE WIRE TO A" AND THE BROWN WIRE TO “B”
IN THE JUNCTION BOX. ON THE TRANSMTTER END
CONNECT THE BLUE WIRE TO “pH (REF)” AND THE
BROWN WIRE TO “pH (ACT)”

Q22 pH SENSOR
(07-0096)

NNLNVNO

ATI-0936

CONNECTION COLORS
A — BLK (pH REF)

RED (pH ACT)
WHITE

ORANGE
SHIELD

RED

BLACK

GREEN

DUAL PROBE
CORD GRIP
ADAPTER
(48—-0108)

1/2" NPT

2—HOLE CORD

GRIP

(PROVIDED WITH pH SENSOR)

PROBE
FLOW STYLE
(00—00686)
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