Solinst

5/8” Double Valve Pump Operating Instructions

Model 408 SS 5/8"dia.

Operating Principles . . ) .
Notes: 1. The maximum lift for stainless steel (SS) pumps is 500 ft.

When the Solinst Double Valve Pump (DVP) is placed in a well
or borehole, water rises inside the pump and the twin tubes to
static level. A Control Unit is used to supply compressed gas
to the pump. During the drive cycle, the gas pushes down on
the water column contained in the drive line tubing, closing the
check valve at the base of the pump. This forces water up the
sample line tubing.

A vent period, during which the gas is released, allows
hydrostatic pressure to refill the pump and drive line with
sample water. The top check valve prevents water in the
sample line from falling back into the pump body. This
pressurization and vent cycle is repeated manually or
automatically as set by the timers on the Control Unit. The
cycle may be regulated for purging or sampling.

Pump Operation

Portable: The Pump will be attached to skip-bonded, dual
1/4" OD LDPE tubing, mounted on a reel.

a) Slip the double ear Oetiker clamps onto the drive and sample
stems on the DVP. Push drive and sample tubing onto the
stems and crimp both ears on each clamp to secure the
tubing.

b) Lower the assembled DVP into the well. The Solinst Model
103 Tag Line can be used as a safety line if required.

¢) Connect the supply line with the in-line dryer from the
compressed gas source to the Control Unit. The drive line
connects from the Control Unit to the reel.

d) Attach a short (3 ft. or 1 m) length of 1/4" OD sample line to
the sample connector on the reel.

Dedicated: The Pump will come with a roll of tubing to be cut to
length, as required, for connection to a Wellhead.

a) Cut the tubing to desired length. Slip the double ear Oetiker
clamps onto the drive and sample stems on the DVP. Push
drive and sample tubing onto the stems and crimp both ears
on each clamp to secure the tubing.

b) Attach the sample and drive lines to the appropriate Push
Fittings on the underside of the Wellhead. (See diagram at
right for use of Push Fittings).

c) Lower the DVP into the well, using a stainless steel safety line
if desired. Push the Wellhead firmly onto the riser casing.

d) Attach a short (3 ft. or 1 m) length of 1/4" OD sample line to
the sample line adaptor on the Wellhead.

e) Connect the supply line with the in-line dryer from the
compressed gas supply to the Control Unit. The drive line
connects from the Control Unit to the top of the Wellhead.

f) For detailed pumping instructions, please see the Solinst
Model 466 Control Unit Operating Instructions.

® Solinst is a registered trademark of Solinst Canada Ltd.

408 5/8" (Pg 1)
(#109038)

(150 m)

2. DO NOT exceed an operating pressure of 250 psi

3. The pump has been decontaminated before leaving Solinst
however, you may wish to decontaminate your pump
before use. The pump should be decontaminated
between wells.

4. Refer to the operating instructions in the lid of the Solinst
Model 466 Control Unit for detailed pumping instructions.

Portable Sampling Setup

Tubing Reel / Sample Line

Air Compressor
or Cylinder

Double Valve Pump

in Screened Well Control Unit

Dedicated Wellhead Setup

3/8" Push Fit
Connector 1/4" Push Fit Adaptor
Drive Line
Quick Connect 3/8"
Push Fit
) Sample Line
Suspension Connector
Hook x>
0.7" (18 mm) “~“
Access Hole /Q
1/4" Push Fit
Adaptor

Wellheads come with two Push Fit Adaptors so that
either 1/4" or 3/8" tubing can be used, as preferred.

;A; To attach tubing just push into Push Fitting.
. To release tubing push down on both sides of
the Top Ring and pull tubing out.
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Disassembly
[m] 1/4" Oetiker Clamp
1. Unscrew and remove the Bottom Platen and Filter Stem from _ ; (100164)
the Pump Body, being careful not to lose the Check Ball. g{(‘a"rﬁ
Remove the Pump Body by unthreading it from the Top
Retainer. Sample Stem
2. Remove the Valve Body from the Bottom Retainer on the P(U1n881853?y
Centre Rod (Riser), by pulling the two pieces apart. Be careful
not to lose the Check Ball.
3. Remove the Bottom Platen from the Filter Retainer, and V-010 O-ring
remove the Filter Mesh from the Filter Retainer. (100257)
Decontamination
Notes: 1. Always follow your local guidelines and standard protocols.
2. Do not use acetone on the O-rings.
1. Completely disassemble the pump. Top Retainer with
2. Wash all pump components with phosphate-free soap or
a mild detergent. Center Rod and
3. Rinse all components thoroughly with deionized water and dry. )
Bottom Retainer
4. Replace worn O-rings as necessary, and then reassemble. (one piece)
5. The pump’s interior can be cleaned without disassembling by (103112)
flushing your cleaning solution up and through the pump’s
intake. With the pump’s Filter and Filter Retainer removed,
use a peristaltic pump connected to the Bottom Platen to
push the cleaning solution through the pump. Then flush the
interior with deionized water. L
Ei V-013 O-ring
(100813)
Reassembly ( )—————— 5/16" Check Ball
1. Slide the Filter Mesh over the Filter Retainer until seated. (100732)
2. Thread the Bottom Platen onto the Filter Retainer until the Valve Body
O-ring is seated and the parts are finger tight. (103107)
3. Insert a Teflon® Check Ball into the top of the Bottom Platen.
L a _ri
4. Insert a Teflon Check Ball into the top of the Valve Body. o] 2/18(1)21%))rmg
5. Slide the Valve Body onto the Bottom Retainer until the O-ring () 5/16" Check Ball
seats firmly. (100732)
6. Slide the Pump Body over the Valve Body and Center Rod and )
. . . V-010 O-ring
thread onto the Top Retainer wuntil the O-ring Bottom (100257)
seats firmly. Platen
7. Thread the Bottom Platen with Filter Retainer into the Pump (103106) (I ‘;’ﬁtxessgr cen
Body until the O-ring properly seats. (103115)
Filter Retainer
(103113)
5/8" Double Valve Pump
® Teflon is a registered trademark of DuPont Corp.
408 5/8” (Pg 2) For further information contact: Solinst Canada Ltd.
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Fax: +1 (905) 873-1992; (800) 516-9081 Tel: +1 (905) 873-2255; (800) 661-2023
35 Todd Road, Georgetown, Ontario Canada L7G 4R8
Web Site: www.solinst.com E-mail: instruments@solinst.com

Solinst


http://www.solinst.com
mailto:instruments@solinst.com


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages false
  /ColorImageDownsampleType /Average
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Average
  /GrayImageResolution 300
  /GrayImageDepth 8
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




