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Chapter 1 Introduction

Thank you for your purchase of the Orion Star A213 benchtop RDO/DO meter, Star A223 portable RDO/DO meter or Star 

A323 portable RDO/DO meter. These meters are capable of measuring dissolved oxygen and temperature in °C or °F. 

The Orion Star A213 benchtop RDO/DO meters feature

The Orion Star A223 portable RDO/DO meters feature

The Orion Star A323 portable RDO/DO meters feature

Please read this reference guide thoroughly. Any use outside of these instructions may invalidate your warranty and 

cause permanent damage to the meter.
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Chapter 2 Meter Overview

Meter Connections and Inputs

Power Source

a. Select the appropriate wall socket plug plate.

b. Slide off the clear plastic cover from the plug plate.

c. Slide the plug plate into the groove on the back of the power adapter.

d. Connect the power adapter to the meter and power outlet.

a. Select four AA alkaline batteries.

b. Confirm that the meter is powered off.

c. Remove the battery compartment cover.

i. Benchtop meters – push down on the battery compartment tab and lift the battery cover up.

ii. Portable meters – loosen the screws holding the battery cover, release the top portion of the 

battery cover.

d. Orientate the batteries as shown in the battery compartment housing and insert batteries.

e. Replace the battery compartment cover. For portable meters – replace the screws.

Push down on tab and lift the 
battery cover

Orion Star A Series Benchtop

Remove screws

Orion Star A Series Portable
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Electrodes and Other Connections

1. Prepare the RDO optical dissolved oxygen probe or polarographic dissolved oxygen probe and any other applicable 

electrodes according to the directions in the electrode user guide.

2. Connect the appropriate items as labeled on the meter and as shown in the figure below:

Orion Star A213 benchtop meters only.

 

Orion Star A213 benchtop meters only.

Ground Ref.

DO/RDO ATC/CON BNC

Power Stirrer USB RS232

DO/
RDO

ATC/
COND

POWER
USB

REF
BNC

RS232

Star A213 Meter Back Panel

Star A223 and Star A323 Meter Back Panel
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Connecting Electrode Arm to an Orion Star A Series Benchtop Meter

Orion Star A series benchtop meters include an electrode arm that can be attached to either side of the meter. 

2. Choose the side of the meter to attach the arm. 

should be on the same side as the meter display. 

8. Place the hole at the bottom of the electrode arm onto the metal post on the electrode arm base.
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Meter Display

Display Icon Description

Shown when the meter is running on AC power.

Shown when the meter has batteries installed. 

Shown when an alarm is set and the alarm value is reached.

Displays the time and date entered in the setup menu.

25.0˚C
ATC

Displays the current temperature based on the temperature probe reading or entered temperature value. Shows the 

HOLD Shown when  is pressed and the displayed measurement is frozen. 

alarm value is reached.

M
100

DO  
RDO DO

ready Specifies the stability of the electrode as stabilizing or ready.

 icon will blink while the reading is stabilizing and stop 
blinking when the reading is stable and the measurement is locked on the display.

98.5 %sat
shown to the right of the value.

Auto Baro Press 
: 757.3

Shows the barometric pressure measured by the meter (Auto) or entered by operator (Man.) and used to correct 
dissolved oxygen measurements.

Salt: 0.0 Displays the salinity correction factor used to correct dissolved oxygen measurements.

Orion Star A213 and Star A323 meters only.

Orion Star A213 and Star A323 meters only.

cal Displays the action that will be performed when f1 is pressed.

sample ID Displays the action that will be performed when f2 is pressed.

channel Displays the action that will be performed when f3 is pressed.
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Meter Keypad

Press the f1, f2 and f3 function keys to perform the action shown above each key on the display. 

Press to turn the meter on.

When the meter is on, press and quickly release to turn the display backlight on or off or hold down to 

turn the meter off.

measurement mode.

 

Press to view the data log and calibration log. Orion Star A213 benchtop meters only.

Press to start or stop the stirrer probe. Orion Star A213 benchtop meters only.

log/print

mode

setup

hold

measure
(esc)

Orion Star A200 
and A300 Series 
Portable Keypad

Orion Star A200 Series 
Benchtop Keypad



8 Thermo Scientific Orion Star A213 Benchtop and Star A223 and Star A323 Portable RDO/DO Meter Reference Guide

1. Press  to power the meter on. When the meter is on, press and quickly release  to turn the backlight 

on or off or press and hold  for about three seconds to power the meter off.

2. Press  to exit any meter function and return to the measurement mode. 

3. The f1, f2, and f3

above each key on the display. For example, press f1 in the measurement mode to start a calibration.

, ,  or 

continuous measurement mode.

Orion Star A213 benchtop meters only.

 to access the calibration log and data log. Orion Star A213 benchtop meters only.

Meter Maintenance 

meter using the proper cleaning procedure for the type of spill.
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Chapter 3 Meter Setup

Navigating the Setup Menu

 to enter the main setup menu. 

2. Press , ,  or  to scroll through the main setup menu options. Press f3 (select) to 

select a main setup menu option. 

3. Press   or  to scroll through setup submenu options. Press f3 (select) to select a setup submenu option.

 a. To select a value from a list of options, press  or  to highlight the desired value and press 

 f3 (select) to set the value.

 b. To enter a numeric value, use the numeric entry screen.

i. Select the value to be entered by pressing f3 (select) or f3 (edit). The numeric entry screen will popup on the display.

ii. Press , ,  or  to highlight a number, decimal place or negative sign; press 

f3 (enter) to select the highlighted item and repeat until the desired value is shown on the top of the numeric 

entry screen.

iii. Press f2 (done) to save the value and exit the numeric entry screen.

f1 (back) and then  to return to the measurement mode at any time.

Setup Menu Overview

DO/RDO Channel Settings Log View Diagnostics

Method (Star A213 and Star A323 meters only)

Mode & Settings

(Star A213 and Star A323 meters only)

(Star A213 and Star A323 meters only)

(RDO only) 

Temperature

Calibration

(Star A213 meters only)

(Star A213 and Star A323 meters only)

(Star A213 and Star A323 meters only)
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DO/RDO Channel Menu

The DO/RDO Channel setup menu is used to review and change parameters relating to dissolved oxygen measurements 

and calibrations.

Main Setup Menu 2nd Level 3rd Level Menu Options Menu Description

DO/RDO Channel
Method List of Methods

Menu allows the current meter settings to be saved as a new method, 

an existing method to be run on the meter, or an existing method to be 

viewed, edited, copied, deleted or printed. 

Star A213 and Star A323 meters only.

Mode and Settings
Measure Mode

Menu used to select the type of DO probe used. The meter accepts 

and automatically recognizes Orion RDO optical DO probes and Orion 

the probe type needs to be verified.

Menu used to select the displayed measurement units.

1 Decimal Place 

2 Decimal Places 
Menu used to select the resolution for the displayed measurement values.

1 Decimal Place 
1

2 Decimal Places 
Menu used to select the resolution for the displayed measurement values.

Read Type  
(Star A213 and Star 
A323 meters only)

Menu used to select how the meter will take measurements.  

Auto  to take a measurement. When the 

measurement is stable, it is locked on the display until  is 

pressed again. 

Continuous – The measurement is constantly updated on the 

display and stabilizing or ready is shown to indicate the 

measurement stability.

Timed – Measurements are taken at a set time interval. To enter 

the time interval, highlight   press  to highlight the 

f3 (edit) and use 

the numeric entry screen to change the values.

Baro Press
Automatic

Manual

Menu used to select automatic or manual barometric pressure 

entry screen to enter a manual value.

Salinity Correct Manual
Menu used to set manual salinity correction for dissolved oxygen 

Stability

Menu used to select how the stability of the displayed measurement 

values is indicated. Smart Stability automatically compensates for 

measurement conditions and optimizes the meter response time. 

Star A213 and Star A323 meters only.
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DO/RDO Channel Menu (cont.)

Main Setup Menu 2nd Level 3rd Level Menu Options Menu Description

DO/RDO Channel 
(cont.)

Mode and Settings 

Averaging

Menu used to turn the averaging function on or off. Automatic Smart 

automatically compensates for measurement conditions and optimizes 

the meter response time. 

Star A213 and Star A323 meters only.

     On

     Off

Menu used to turn the limit alarm on or off and to set the limit alarm 

parameters. The limit alarm is triggered if the measurement goes above 

a high value and/or below a low value set by the operator. Press  

or  to change the setting on each line, press  or  to select 

another line and use the numeric entry screen to enter limit values.

Star A213 and Star A323 meters only.

Cal Due Alarm

     On

     Off

Menu used to turn the calibration due alarm on or off and to set the 

calibration due alarm time. The calibration due alarm is triggered if a 

set amount of time has passed without a calibration being performed. 

Press  or  to change the setting on the top line, press  or 

 to select another line and use the numeric entry screen to enter the 

calibration due value in hours.

Star A213 and Star A323 meters only. 

Star A223 meters have the cal due option with a fixed value of 12 hours.

 Menu used to display the RDO optical cap life as days remaining and 

the RDO optical cap serial number.

Temperature Default value or last 

entered value

Menu used to set the temperature value that will be used for all 

the temperature.

Menu used to select the temperature units.

Temperature Calibration
 

    Temperature

 
    Temperature

Menu allows the solution temperature measured by a DO probe, 

membrane temperature measured by a DO probe or a combination of 

these to be adjusted by the operator.

Menu used to select the source of the temperature measurement.
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Settings Menu

The Settings setup menu is used to review and change parameters relating to the general operation of the meter. 

Main Setup Menu 2nd Level Menu Options Menu Description

Settings

Menu used to turn data exporting on or off, set the meter to be interfaced using the 

Menu used to turn on or off the data log feature.

Date / Time

Menu used to set the date format as day/month/year or month/day/year; enter 

Menu used to set the language for all displayed meter prompts.

Menu used to turn on or off the beep sound made every time a meter key is pressed.

Alarm Beep Menu used to turn on or off the beep sound made when an alarm value is reached.
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Settings Menu (cont.)

Main Setup Menu 2nd Level Menu Options Menu Description

Settings (cont.)

Stirrer

Menu used to turn the stirrer probe on or off and to set the stirrer probe speed.
Star A213 meters only.

Contrast

Menu used to set the display contrast.

Auto Shut Off
Menu used to turn on or off the meter automatic shutoff feature, which turns the 

Default value or last 

entered value Star A213 and Star A323 meters only.

f2 (sample 
ID) and using the alphanumeric entry screen.

Star A213 and Star A323 meters only.

View Log Menu

Storage and Retrieval chapter for detailed information on using this setup menu.

Diagnostics Menu

display meter information including serial number and software revision. Refer to the Customer Services chapter for 

detailed information on using this setup menu.
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Chapter 4 RDO/DO Calibration

the log and calibration data can be exported from the meter to a printer or computer.

Air Dissolved Oxygen Calibration

polarographic DO probe. The highest possible accuracy is reached when calibration temperature is the same as the 

measuring temperature. Moisten the sponge or absorbent cloth in the calibration sleeve with distilled water and insert 

the probe into the sleeve without touching the water saturated material. For BOD measurements, this calibration can 

be performed in a BOD bottle.

Note: In most calibration screens, press f1 (esc) to return to the measurement mode without saving the calibration.

f1 (cal).

2. Press  or  to highlight Air and press f3 (select).

f3 (start).

meter will display Reading is stable. Accept Auto Calibration Value and 100.0% if using an RDO optical DO probe or 

102.3 % if using a polarographic DO probe. 

f3 (cal done) to export the data to the calibration log or press f2 (print) to export the data to the calibration 

log and a printer or computer. The meter will proceed to the measurement mode.
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Water Dissolved Oxygen Calibration

gently stir the sample to prevent the buildup of air bubbles on the dissolved oxygen probe membrane. 

Note: In most calibration screens, press f1 (esc) to return to the measurement mode without saving the calibration.

f1 (cal).

2. Press  or  to highlight Water and press f3 (select).

f3 (start).

meter will display Reading is stable. Accept Auto Calibration Value and 100 %. 

f3 (cal done) to export the data to the calibration log or press f2 (print) to export the data to the 

calibration log and a printer or computer. The meter will automatically proceed to the measurement mode.
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Manual Dissolved Oxygen Calibration

A manual calibration is performed using a water sample with a known concentration of dissolved oxygen. This 

method can be used to calibrate the DO probe to the value achieved by a Winkler titration. A manual calibration 

involves performing a Winkler titration and using that sample as a calibration standard. The oxygen level result 

from the titration is entered in a manual calibration as the dissolved oxygen value. This correlates the meter input 

to the Winkler titration. This method is inherently less accurate, due to the possibility of titration errors.

Note: In most calibration screens, press f1 (esc) to return to the measurement mode without saving the calibration.

f1 (cal). 

2. Press  or  to highlight Manual and press f3 (select).

place into the prepared water sample with a known dissolved oxygen concentration. Allow the DO probe and 

water sample to reach equilibrium.

f3 (start).

a. Press f2 (accept)

b. Press f3 (edit) to access the numeric entry screen and edit the dissolved oxygen value. 

i. Press  , ,  or  to highlight a number or decimal point, press f3 (enter) to select 

ii. Press f2 (done) to exit the numeric entry screen. 

iii. Press f2 (accept) to accept the entered dissolved oxygen value.

f3 (cal done) to export the data to the calibration log or press f2 (print) to export the data to the 

calibration log and a printer or computer. The meter will automatically proceed to the measurement mode.
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Set Zero Dissolved Oxygen Calibration

 

 

Note: In most calibration screens, press f1 (esc) to return to the measurement mode without saving the calibration.

f1 (cal). 

2. Press   or  to highlight Set Zero and press f3 (select).

3. Rinse the RDO optical DO probe or polarographic DO probe and any other electrodes in use with distilled 

and standard to reach equilibrium.

 f3 (start).

stable, the meter will display Reading is stable. Accept Auto Calibration Value and 0.00.

f3 (cal done) to export the data to the calibration log or press f2 (print) to export the data to the 

calibration log and a printer or computer. The meter will proceed to the measurement mode.
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Chapter 5 Temperature Calibration

to calibrate the temperature readings taken by the ATC probe. Since the temperature offset calculated during the 

calibration is applied to all future temperature measurements, recalibrate if a different ATC probe is used.

Temperature calibration is for the calibration of the solution temperature measured by a DO probe, the membrane 

.

2. Press , ,  or  to highlight DO/RDO Channel and press f3 (select).

3. Press  or  to highlight Temperature and press f3 (select).

 or  to highlight Temperature Calibration and press f3 (select).

 or  to highlight Solution Temperature, Membrane Temperature or Sol & Mem Temperature to 

identify the temperature source that will be calibrated and press f3 (select).

traceable thermometers be used to measure and verify the temperature of the solution.

8. Press f3 (edit) to access the numeric entry screen and edit the temperature value.

a. Press , ,  or  to highlight a number, decimal point or negative sign; press f3 (enter) 

to select the highlighted item and repeat until the temperature value read by the thermometers is 

shown on the display. 

b. Press f2 (done) to exit the numeric entry screen. 

Reference Temp line, the original temperature read 

by the DO probe on the ATC line and the temperature offset value that will be applied to all future temperature 

readings on the Offset line. Press f2 (accept) to proceed with the displayed temperature data, save and end the 

calibration and export the data to the calibration log. 

 f1 (meas) to proceed to the measurement mode or press f2 (print) to proceed to the measurement mode 

and export the data to a printer or computer. The meter will automatically proceed to the measurement mode.
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Chapter 6 Measurement

measurements on the display.

Press  while taking a measurement in the continuous measurement mode to freeze the display and press   

a second time to unfreeze the display and continue the measurement. Press  while taking a measurement to 

manually export the measurement  to the data log, if the data log is enabled in the setup menu.

1. Rinse the RDO optical dissolved oxygen probe or polarographic dissolved oxygen probe and any other electrodes in 

2. Star A213 meters only  

will start stirring when  is pressed and stop stirring when the reading stabilizes.

3. Start the measurement and wait for it to stabilize. 

 to start the measurement. When 

the 

sample. Press  again to start a new measurement.

update the display whenever the measurement changes. Wait for the display to show ready and 

record the applicable measurement parameters and temperature of the sample.

c. Star A213 and Star A323 meters only –

at the preselected time interval, regardless of the measurement stability. The meter will update 

the display whenever the measurement changes, so the applicable measurement parameters and 

temperature of the sample can be recorded when the display shows ready.

Star A213 meters only  
to turn off the stirrer probe.
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Chapter 7 Methods 

The Orion Star A213 and Star A323 meters can save up to ten methods per channel and the corresponding calibration 

data for each method, for the fast and easy recollection of different meter setup parameters. The default meter 

the meter. Methods can be viewed, edited, copied to a new method or deleted.

Saving the Current Meter Settings as a New Method

.

2. Press , ,  or  to highlight DO/RDO Channel and press f3 (select).

3. Press  or  to highlight Method and press f3 (select

Current Settings and a list of methods. The list will show the sequential number of the methods 

(M301) and the date, time and mode of each method (07/01/11  12:45  DO) if methods have been previously created.

 or  to highlight Current Settings and press f3 (save).

 or  to highlight a method number that the current settings will be saved as and press f2 (accept).

 a. Press f3 (edit) to access the numeric entry screen.

 b. Press , ,  or  to highlight a number, press f3 (enter) to select the 

 highlighted number and repeat until the new password is shown.

 c. Press f2 (done) to exit the numeric entry screen.

 d. Press f2 (accept) to accept the entered password. 

8. The meter will automatically proceed to the measurement mode. 

Loading an Existing Method

.

2. Press , ,  or  to highlight DO/RDO Channel and press f3 (select).

3. Press  or  to highlight Method and press f3 (select).

Current Settings and a list of methods. The list will show the sequential number of 

the methods (M301) and the date, time and mode of each method (07/01/11  12:45  DO) if methods have been 

previously created.

 or  to highlight the method to be loaded and press f2 (load).
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Editing, Copying or Deleting an Existing Method

.

2. Press , ,  or  to highlight DO/RDO Channel and press f3 (select).

3. Press  or  to highlight Method and press f3 (select).

Current Settings and a list of methods. The list will show the sequential number of the 

methods (M301) and the date, time and mode of each method (07/01/11  12:45  DO) if methods have been 

previously created.

 or  to highlight the desired method and press f3 (options).

 a. Press f3 (edit) to access the numeric entry screen.

 b. Press , ,   or  to highlight a number, press f3 (enter) to select 

the highlighted number and repeat until the password is shown.

 c. Press f2 (done) to exit the numeric entry screen.

 d. Press f2 (accept) to accept the entered password. 

 or  to highlight Edit, Copy or Delete and press f2 (accept).

Edit is selected – press  or  to highlight any setup menu parameters that need to be 

changed and press f3 (select). Review and change all applicable setup menu parameters. Press f1 

(back) to return to the list of methods and then press  to return to the measurement mode.

Copy is selected – press  or  to highlight a method number that the selected 

method will be copied to and press f2 (accept). The meter will automatically proceed to the 

measurement mode.

Delete is selected – press f2 (yes) to delete the method or press f3 (no) to keep the method. 

The meter will automatically proceed to the measurement mode.
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Chapter 8 Data Storage and Retrieval

Data Storage Settings

The data and calibration storage settings include the measurement read type, computer and printer export settings 

and data log settings. The measurement read type determines when the meter sends measurements to the data log, 

if the data log is enabled in the setup menu, and to a printer or computer, if a printer or computer is connected to the 

meter and enabled in the setup menu. Review the date and time settings and update as needed.

Read Type Selection

.

2. Press , ,   or  to highlight DO/RDO Channel and press f3 (select).

3. Press  or  to highlight Mode and Settings and press f3 (select).

 or  to highlight Read Type and press f3 (select).

 or  to highlight Auto, Continuous or Timed and press f3 (select).

 a. Star A213 and Star A323 meters only – Timed is selected and the time interval needs to be changed –  

 highlight Timed; press f3 (edit) to 

 access the numeric entry screen; use the numeric entry screen to change the values and press f1 (back) 

 when the time interval is correct.

 to return to the measurement mode.
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Computer and Printer Export Settings

.

2. Press , ,  or  to highlight Settings and press f3 (select).

3. Press  or  to highlight Export Data and press f3 (select). 

 or  to highlight Printing and press f3 (select). Press  or  to highlight On or Off and 

press f3 (select). Select On to allow data to be sent to a computer or printer.

 or  to highlight Comm Setup and press f3 (select). Press  or  to highlight RS232 or 

USB and press f3 (select). Select RS232 if the meter will be interfaced using the RS232 port and select USB 

 or  to highlight Data Format and press f3 (select). Press  or  to highlight Printer or 

PC (CSV) and press f3 (select). Select Printer to export the data as a string of text and select PC (CSV) to 

export the data in comma delimited format.

 or  to highlight Comm Config and press f3 (select). Press  or  to highlight 1200, 2400, 

4800, 9600, 19200 or 38400 and press f3 (select). Select the baud rate best for the data transfer requirements. 

The fixed meter output settings are 8 bits, 1 stop bit and parity none.

8. Press f1 (back) and then press  to return to the measurement mode.

Data Log Settings

.

2. Press , ,  or  to highlight Settings and press f3 (select).

3. Press  or  to highlight Data Log and press f3 (select). 

 or  to highlight Off or On and press f3 (select).

f1 (back) and then press  to return to the measurement mode.
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Viewing the Calibration Log and Data Log

the displayed channel or channels determines when measurements are exported to the data log. When a data point is 

exported to a computer or printer, the time stamp will include the hour, minutes and seconds.

Viewing the Calibration Log

. 

2. Press , ,  or  to highlight View Log and press f3 (select).

3. Press  or  to highlight Calibration Log and press f2 (accept).

 or  to highlight DO/RDO – Channel and press f2 (select).

 or  to highlight DO or RDO and press f2 (select).

sequential number of the calibration and the date and time it was saved (07/01/2011 12:45).

 or  to highlight a specific calibration and press f2 (select). Press f2 

(print) to print the calibration or press f1 (back) to return to the list of calibrations.

8. Press  to return to the measurement mode.

Viewing the Data Log

. 

2. Press , ,  or  to highlight View Log and press f3 (select).

3. Press  or  to highlight Data Log and press f2 (accept).

 or  to highlight DO/RDO – Channel and press f2 (select).

date and time the data point was saved (07/01/2011 12:45).

 or  to highlight the data point 

and press f2 (select). Press f2 (print) to print the data point or press f1 (back) to return to the list of data points.

 to return to the measurement mode. 
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Exporting the Data Log to a Computer or Printer

.

2. Press , ,  or  to highlight View Log and press f3 (select).

3. Press  or  to highlight Data Log and press f2 (accept).

 or  to highlight DO/RDO – Channel and press f3 (select).

date and time the data point was saved (07/01/2011 12:45).

f3 (options).

 or  to highlight Log Export and press f2 (accept). 

8. Press  or  to highlight Today, Last 10, Range or All as the data log points to be exported 

and press f2 (accept). 

Today, Last 10 or All is selected – press f2 (yes) to export the data. 

Range is selected – enter the first and last date points: 

i. Press f3 (edit) to display the numeric entry screen.

ii. Press , ,  or  to highlight a number, press f3 (enter) to select the highlighted 

number and repeat until the number of the first data point to be exported is shown on the 

display. 

iii. Press f2 (done) to exit the numeric entry screen. 

iv. Press  to enter the last data point.

v. Press f3 (edit) to display the numeric entry screen.

vi. Press , ,  or  to highlight a number, press f3 (enter) to select the highlighted 

number and repeat until the number of the last data point to be exported is shown on the display. 

vii. Press f2 (done) to exit the numeric entry screen. 

viii. Press f2 (accept) and then press f2 (yes) to export the data. 
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Clearing the Data Log

.

2. Press , ,  or  to highlight View Log and press f3 (select).

3. Press  or  to highlight Data Log and press f2 (accept).

 or  to highlight RDO/DO – Channel and press f3 (select).

date and time the data point was saved (07/01/2011 12:45).

f3 (options).

 or  to highlight Log Clear and press f2 (accept). 

8. Press f2 (yes) twice to clear the entire data log. 

111111 and pressing f2 (accept) will advance the meter to the next step. 

f1 (back) and then press  to return to the measurement mode.
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Interfacing a Printer

option is turned on in the setup menu. Alternatively, measurements and calibration data can be sent to the data log 

and calibration log. From the data log and calibration log, the operator can chose to print a single data log point, a 

range of data log points or the entire data log.

Interfacing a Computer

send measurements and calibration data to the computer if the computer option is turned on in the setup menu. 

Alternatively, measurements and calibration data can be sent to the data log and calibration log. From the data log 

and calibration log, the operator can chose to send a single data log point, a range of data log points or the entire 

data log to the computer.

A complimentary copy of general data logging software is available for use with the Orion Star A200 and Star A300 series 

meters. This can be found on the CD included with the meter or at www.thermoscientific.com/water.
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Chapter 9 Customer Services

Meter Errors and Recommended Actions

Error Recommended Actions

Disconnect all of the electrodes from the meter and repeat the self test.

Make sure that all of the electrodes are disconnected from the meter and repeat the self test.

Make sure that all of the electrodes are disconnected from the meter and repeat the self test.

Repeat the self test. When the meter prompts, press each of the keys one at a time, including the 

Over Range Measurement or
outside of the allowable measurement range. Make sure that the electrode is connected to the 

appropriate meter input and the electrode parameters are entered correctly in the setup menu. 

Measurement Out of Range 

Make sure that the electrode is connected to the appropriate meter input and the electrode 

parameters are entered correctly in the setup menu. Clean the electrode according to the electrode 
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Meter Self Test and Checkout

Meter Self Test

.

2. Press , ,  or  to highlight Diagnostics and press f3 (select).

3. Press  or  to highlight Self Test and press f2 (accept).

f2 (yes).

f2 (yes) to start the self test.

Accuracy Test Passed, press f2 (next).

E2Prom Test Passed, press f2 (next).

any order. When the meter displays Keypad Test Passed, press f2 (next).

Self Test Passed. Press  to return to the measurement mode.
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Electrode Stability Test

.

2. Press , ,  or  to highlight Diagnostics and press f3 (select).

3. Press  or  to highlight Stability Test and press f2 (accept).

 or  to highlight DO/RDO – Channel and press f2 (next).

 

press f2 (yes).

f2 (yes).

 

 dissolved oxygen and polarographic dissolved oxygen probes. 

8. The meter will display Stability Test Passed or Stability Test Failed. Press f1 (esc) or  to return to the 

measurement mode.

Meter Factory Reset 

After a factory reset is performed, all of the meter settings will be reset to the factory defaults and the data log, 

calibration log and methods will be deleted.

.

2. Press , ,  or  to highlight Diagnostics and press f3 (select).

3. Press  or  to highlight Factory Reset and press f2 (accept).

f2 (yes) to reset the meter.
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Meter User Reset

After a user reset is performed, all of the meter setup menu settings will be reset to the defaults; however, the data log, 

calibration log and methods will be retained.

.

2. Press , ,  or  to highlight Diagnostics and press f3 (select).

3. Press  or  to highlight User Reset and press f2 (accept).

f2 (yes) to reset the meter.

About Meter

.

2. Press , ,  or  to highlight Diagnostics and press f3 (select).

3. Press  or  to highlight About Meter and press f2 (accept).

f1 (back) to return to the diagnostics menu or press  to return to the measurement mode.

Assistance

contact your local authorized dealer. For the most current contact information, visit www.thermoscientific.com/water.

Warranty and Registration

To register your meter and for the most current warranty information, visit www.thermoscientific.com/water.
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Ordering Information

Orion Star A200 Series Benchtop Meters

Cat. No. Description
STARA2110

STARA2115

STARA2120

STARA2125

STARA2126

STARA2130

STARA2135

STARA2136

STARA2140

STARA2145

STARA2146

Storage Solution

STARA2147

STARA2148

STARA2150

STARA2155
Standard

STARA2160

STARA2165
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Ordering Information (cont.)

Orion Star A200 Series Portable Meters

Cat. No. Description
STARA2210

STARA2215

STARA2220 Star A222 Conductivity Portable Meter

STARA2225

STARA2230 Star A223 RDO/DO Portable Meter

STARA2235

STARA3210

STARA3215

STARA3220 Star A322 Conductivity Portable Meter

STARA3225

STARA3230 Star A323 RDO/DO Portable Meter

STARA3235

STARA3240

STARA3245

STARA3250

STARA3255

Star A Meter Armor

STARA3260

STARA3265

STARA3290

STARA3295
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Ordering Information (cont.)

Orion Star A Series Accessories and Electrodes

Cat. No. Description
STARA-BEA

STARA-HB

STARA-CS

STARA-AR

STARA-ESPH

STARA-ESCD

1010003 Orion Star A Series Power Adapter for Benchtop and Portable Meters

8102BNUWP

8302BNUMD

8157BNUMD

8107UWMMD

927005MD

927007MD Stainless Steel ATC Probe

9179BNMD

9180BNMD

9512HPBNWP

9609BNWP

8611BNWP

013005MD

013010MD

013020MD

013025MD

013016MD

083005MD Polarographic DO Probe with Calibration Sleeve

083010MD Polarographic DO Probe with Calibration Sleeve and 3 Meter Cable

083025MD

086030MD

087010MD RDO Optical DO Probe with 3 Meter Cable

087020MD

087030MD

096019
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Chapter 10 Meter Compliance

Notice of Compliance

 This equipment generates, uses, and can radiate radio frequency energy and if not installed and used in accordance 

provide reasonable protection against such interference when operated in a commercial environment. Operation of 

this equipment in a residential area is likely to cause interference in which case the user, at his own expense, will be 

required to take whatever measures may be required to correct the interference.

WEEE Compliance

 

this product should be disposed of or recycled through them. Further information on compliance with these directives, 

the recyclers in your country, and information on Thermo Scientific Orion products that may assist the detection of 
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Declaration of Conformity

Manufacturer: Thermo Fisher Scientific Inc.

Address: Ayer Rajah Crescent 
 
 

Singapore

Hereby declares that the following products:

Benchtop Meters Portable Meters

Orion Star A212 Conductivity Orion Star A222 Conductivity

Orion Star A213 RDO/DO Orion Star A223 RDO/DO

Orion Star A322 Conductivity

Orion Star A323 RDO/DO

Equipment Class: 

Measurement, control and laboratory

Conforms with the following directives and standards:

EN61326-1:2006  Electromagnetic Compatibility (EMC Directive) 
 

EN61010-1:2001   Safety Standards
UL61010-1:2004  Safety requirements for electrical equipment for measurement, 
CAN/CSA C22.2 No. 61010-1-04

 
QA/Regulatory Manager

 
 

Singapore
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Meter Specifications

Meter Operating Conditions
Operating Ambient Temperature

Storage Temperature

Pollution Degree 2

Overvoltage

Weight

Size

Regulatory and Safety

Power Rating

 

Warranty 3 year meter replacement

Universal Power Adapter Operating Conditions
Operating Ambient Temperature

Storage Temperature

Pollution Degree 2

Overvoltage
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Meter Parameter Specifications
Dissolved Oxygen Measurement

Concentration - Polarographic

Range 

Resolution

Relative Accuracy 

% Saturation - Polarographic

Range 

Resolution

Relative Accuracy 

Concentration - RDO

Range 

Resolution

Relative Accuracy 

% Saturation - RDO

Range 

Resolution

Relative Accuracy 

Automatic 
Barometric Pressure Correction

Salinity Factor Correction

Calibration Features

Probe Characteristics Polarographic or RDO
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Temperature Measurement

Range 

Resolution

Relative Accuracy 

Offset Calibration 1 point

Data Logging

Star A213: Delete individual points, group of points or all

Star A223: Delete last reading or all

Star A323: Delete individual points, group of points or all

Inputs

Probe

Output

Power

AC Adapter

Battery Power
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Appendix 1 Advanced Meter Features

Dissolved Oxygen Barometric Pressure Compensation

compensated dissolved oxygen readings. The meter can also use manual barometric pressure compensation if 

dissolved oxygen is measured with a submerged probe or in a pressurized vessel. The pressure must be entered 

1 mm Hg = 0.03937 inch Hg = 1.3332 hPa (mBar) = 0.01934 PSI.

Dissolved Oxygen Salinity Correction

the conductivity value read by the conductivity cell to calculate the salinity correction factor and applies the factor to 

 

Conductivity 
at 20 °C  
(mS/cm)

Salinity 
Correction 
Value (ppt)

Conductivity 
at 20 °C  
(mS/cm)

Salinity 
Correction 
Value (ppt)

Conductivity 
at 20 °C  
(mS/cm)

Salinity 
Correction 
Value (ppt)

3 13

21

22

8 23 38

28

11 18

12 8 18 32

13 8 28 33

21

31 22 38

11 32 22

18 12 33 23

13
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